VICTORIA ELECTRIC COOPERATIVE
UNDERGROUND SERVICE DIAGRAM

LIST OF MATERIAL THE MEMBER NEEDS TO PURCHASE

1. 24/2"or Eargar. elactrical schedule 40 PVC (measure the lengf.ﬁ of serwc:a from house fo proposed pole) for underground insmllatan
and electrical 90 degree Ls.

2. 227 or larger, electrical schedule 80 PVC (30') for above ground installation

3. &' copper ground rod, grotind rod clamp, 1/2° EMT conduit (5') 1/2: straps (2), #6 copper wirg {101

4. PVC couplings io match size of PVC

5. Outside main disconnect to be installed on either side of the meter base.

6. (TW) wire as néeded for wiring from meter base to main disconnect

List of Material, The member needs to pigk up from the Victoria Electric Cooperative warahouse

1. Meter Base for underground at cast of member.
2. Underground waming tapa (The length of service from house fo proposed pole.)
3. Underground wire (fneasure the length of service from house to proposed pnte_)

‘Member responsible for:

1. Call VEC (361) 573—2428 to inspect trench before you bury it
2. Installing meter base, 1/2" EMT, ground rod and ground meter base to 8’ copper rod fhmught
the 1/2" EMT with #6 copper wire. .

3. Measure at least 30"deep trench measured fmm the inp of the pipe. Distance fmm the.
house {meter) fo proposed pole, must not exceed 160 fest. .
. Instdlling (efectrical schedule 40 PVC) in the french from the house (meter} to pr'opnsad pole

installing electrical 90 degree L (8" from the pole) VEC will install standoff brackets up the pole
Installing electrical 80 degree L flush with the outside wall connecting o schedule 80 conduit into the bottom
of the underground meter base atiached to the outsids wall..
7. Installing the main disconnect on either side of meter base. {Opposite snde of PVC entrance)

Installing underground wire from the meter basethrough the PVC 1o the pole leaving about 2! out of meter base

- and leave what is left of wire (30') out at the pole.

o s

VEC wilk:
- 1. Connect wires in the meter base and ‘install meter on VEC's side: (71 ABOVE GROUND PVC SCHEDULE 50
2. Install the schedule 80 PVC {l@ﬂ on site by the member}, . THIS FVC 15 FURNISH BY THE MEMEER -
stand ckets, on the palg and connect to power supply. AND LEFT ON JOB SITE FOR VEC TO INSTALL ]

CONDUIT I5TALLED

. : : ' 8* FROM THE POLE
J~——{METER BASE (&' FROM GROUND LEVEL)].
{ , R ' VEC WILL
§ ——{ALL ABOVE GROUND PVC SCHEDULE 80 | INSTALL FROM
_ THIS POINT UP- \4

. ]Emmmc.a_r, 50 DEGREE Ls |

THESIZEFO THEPVCDEPENDS ONTHEAI\{PS AND WIRE SIZE
PVC WILL INCREASE IN SIZE BUT 2515 AM]I\M}M

[ 8 COPPER GROUND ROD CONNECT TG0 METER BASEWITH #6 COPPER THROUGH 175 BMTPIPR, ]

THE WIRE 5 TORRE ﬁil‘?‘\f BEIROUCEL THE CONDULT BY THE MEMBER AND STUR O 8T THE I00E m& VHCTO RIS ALL




